












Safety Data Sheet
UltraClassic 680 Clear NC Lacquer Gloss

Date Issued 08/17/2020

Not Applicable.

Not Applicable.

SECTION 16: OTHER INFORMATION

HMIS

UltraClassic 680 Clear NC Lacquer
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THE INFORMATION CONTAINED HEREIN HAS BEEN COMPILED FROM SOURCES CONSIDERED TO BE
RELIABLE. TO THE BEST OF OUR KNOWLEDGE AND BELIEF, ALL INFORMATION IS ACCURATE AND IS
PROVIDED IN GOOD FAITH.  HOWEVER, NO GUARANTEE OF ACCURACY IS MADE OR IMPLIED.

DISCLAIMER

n-Butyl acetate
Ethyl alcohol
Toluene
Acetone
Isopropyl alcohol
Heptane

Additional Regulatory Information
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HMIS® Hazardous Materi al Info rmation S ystem

HMIS ratings are based on a 0-4 rating scale, with 0 representing minimal hazards or
risk, and 4 representing significant hazards or risks.  HMIS was developed as a means of
identifying and communicating workplace hazards associated with paints and coatings.
Ratings are to be used with a fully implemented HMIS program. The workplace employer
is responsible for determining the Personal Protection (PPE) code of this material.

HMIS® is the registered mark of the American Coatings Association (ACA)


